SphygmoCor
AtCor Medical

Noninvasive central blood pressure assessment

The SphygmoCorCPV System

The gold standard in noninvasive central blood pressure and pulse wave velocity assessment

SphygmoCor technology is fully validated and has been featured in hundreds of published clinical studies.
It is used in leading medical centers worldwide and in pharmaceutical clinical trials.

The SphygmoCor system acquires the patient's ragidse waveform noninvasively by applanation tonom-
etry, derives the pressure waveform of the ascending aorta and reports vital central blood pressure data.

The SphygmoCor CPV system also measures pulse wave velocity between two arterial sites. Carotid-femc
ral pulse wave velocity is the recognized gold standard for aortic stiffness, a strong independent predictor
of cardiovascular risk.
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Features Bene®ts

Instantaneous calculation of key parameters, + The only system measuring both central pressure and
including carotid-femoral pulse wave velocity noninvasively

+ Central Pressure Waveform * Pulse wave velocity recognized by international

+ Pulse Wave Velocity guidelines as a marker of sub-clinical organ damage
+ Aortic Pulse Pressure and an independent predictor of cardiovascular risk

+ Aortic Systolic Pressure

+ Aortic Augmentation Index + Central pressure has been shown to be a superior,

+ Ejection Duration independent predictor of future cardiovascular

events than peripheral pressure

Automatic, real-time QA feedback leading to
minimal operator variability + Allows assessment of vital drug effects that cannot

be detected with brachial pressure measurements

Only one operator required
+ Provides patients with visual evidence of the effects

Noninvasive tests, comfortable for patients of lifestyle changes and drug therapies

Heart Rate Variability Option

www.atcormedical.com
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SYSTEM SPECIFICATION

PRODUCT INPUTS SPECIFICATION

CvMS-CPVH Tonometer ECG

Operating Relative humidity 20% 1o 80%

Unication Interface USB serial interface
USB Type B Female connector

Physical Specifications Enclosure Material PC-ABS
Weight(Module & Tonometer) 0.8 kg (1.8 Ibs)
Dimensions 16.0 (1) x 26.4 (w) x 5.8 (h) cm

6.2" (1) x 104" (w) x 2.3" (h)

FDA clearance

EU CE Mark (MDD, ANNEX I, Class lla)

MHLW, Japan

TGA, Australia

IEC 60601-1/ AS/NZS 3200.1 (amendments 1 and 2)
Electromedical Equipment Safety standard

IEC 60601-1-2 ElectroMedical Equipment, Electro Magnetic
Compliance [EMC) Standard

INPUT SPECIFICATION

ECG Type 3-Lead (Lead 1)

Bandwidth 0.67 — 40 Hz (device does not
support extended low frequency
response)

Sampling Rate PWV-128 Hz  HRV: 1024 Hz

Gain & Offset Adjust Auto

Signal Range, Accuracy +5mV, £20%

Heart Rate Range 30 BPM to 200 BPM

Heart Rate Accuracy +10%
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